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EXISTING GIRT HSS. REFER TO 
ELEVATION FOR SIZE
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LEGEND:

EXISTING STEEL COLUMN BEYOND

EXISTING 44x94 STUD WALL ABOVE AND BELOW STEEL GIRT

EXISTING WOOD STUD WALL BOTTOM PLATE. CONNECT 
WALL STUD TO TOP AND BOTTOM PLATE AS PER 7/S700

EXISTING GIRT CHANNEL. REFER TO ELEVATION FOR SIZE

EXISTING WOOD STUD WALL TOP PLATE
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SCREW DRIVEN FROM OPPOSITE SIDE OF VIEW (POINT OF 
SCREW EMBEDDED IN WOOD)

SCREW DRIVEN FROM THE SIDE OF THE VIEW (TOP OF 
SCREW HEAD)

RIVET HEAD

TYPICAL L76x51x6.4 KNEE BRACE FROM INNER CHORD TO GIRT

INNER CHORD (INTERIOR SIDE)

OUTER CHORD (WALL SIDE)

SCHEMATIC OF SHORING / JACKING CONCEPT

NEW NAIL. REFER TO ENDWALL SECTIONS
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NEW TOE-NAIL (TYP.). REFER TO 6B/S700

S-700
7B

__________________________38
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4

3-3.66x83 NEW NAIL AS PER TABLE 9.23.3.1 TOE-NAILED 
FROM ALTERNATING SIDES AT EACH STUDS-700

7A
__________________________

CONTRACTOR TO ENSURE NAIL DOES NOT 
PENETRATE THROUGH WOOD PLATE

38
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DOUBLE NUT WITH PERMANENT THREAD 
LOCKER COUNTER SUNK INTO WOOD PLATE 
WITH Ø50mm BORE

PROVIDE GALVANIZED CONDUIT PIPE STRAP AT 
1000mm C/C FASTENING TIE ROD TO NEIGHBOURING 
STUD. PIPE STRAP TO HAVE TWO SCREWS. ROD 
SHALL BE ALIGNED WITH LOWER STUD.

M25Ø SMOOTH ROD WITH BOLD THREADING AT ENDS
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M25Ø TIE ROD RUNNING THROUGH 
GIRT WITH BOLT THREADING AT ENDS

50CL

TRACK WELD NUTS TO ROD AND HSS AFTER TORQUING

DOUBLE NUT WITH PERMANENT THREAD LOCKER 
COMPLETE WITH 75x75 SQUARE WASHER

M25Ø SMOOTH ROD WITH BOLD THREADING AT ENDS

± 200

EQ EQ
NEW HSS 102x102x9.5 CUT 3mm SHORT OF GAP

10 kN

EX. PL6x50 LACING @ 45° ANGLE TOP AND BOTTOM

EX. 190 DEEP WOOD ROOF PURLIN @ ± 900

EX. WOODEN ROOF

EX. BUILT UP CHANNEL EXTENDING BEYOND (TYP.)
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CONTRACTOR TO PROVIDE FENCING AS 
SHOWN ON GRIDLINES 2 AND 15

ALL CONTRACTOR STORAGE AND 
REQUIRED SHORING SHALL BE WITHIN 

THE FENCING LIMITS SHOWN

ALL CONTRACTOR STORAGE AND 
REQUIRED SHORING SHALL BE WITHIN 

THE FENCING LIMITS SHOWN

EXISTING WASHROOM (TYP.)

CONTRACTOR TO PROVIDE ACCESS TO 
WASHROOMS AS SHOWN (TYP.)
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ABERDEEN PAVILION
1000 Exhibition Way, Ottawa, ON K1S 5J3

IMMEDIATE REPAIRS -
End Wall Strengthening & Repairs

S-700

CHRISTOPH VON TEICHMAN

0045094881

JOSIAH FOGARTY

AS SHOWN

MELISSA DOSNE

TYPICAL DETAILS &
WORK AREA PLAN

3 4

1 : 5S-200
1 END WALL SECTION 1 (C-1)

1 : 5S-200
2 END WALL SECTION 2 (C-2)

1 : 5S-200
3 END WALL SECTION 3 (C-3)

1 : 5S-200
4 END WALL SECTION 4 (C-4)
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